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(b) If required, fill the oil reservoir with oil before turning on the pump. Remove the Oil Fill

until oil shows

Replace

93265

350ml

4.0CFM 

115L/min

2x10ˉ¹Pa
15 microns

320x125x232

8.3kg

Note:

1. This product operates in ambient temperature: 5°C~40°C
2. Power supply for this product is 110-220V  50/60Hz

Check the power supply parameter before using the vacuum pump to ensure 
the power supply conversion switch is at the right setting: 110V or 220V.

3. This product is equipped with Thermal Protection function: If the ambient 
temperature is too hot or the voltage is too high, the product may stop 
functioning. It is recommended not to switch off the power supply 
immediately. If the product automatically restarts after three minutes, it is 
recommended to cool the product by lowering the ambient temperature or 
power supply voltage to prolong the life of the vacuum pump. 

However, if the maximum voltage is exceeded,        

switch malfunction may occur.

spilled

If leakage occurs, the housing gasket or the shaft seal may need to be  

Replace drain plug.

Replace

One year warranty. Ritchie Engineering guarantees this vacuum pump product to be 
free of defective material and workmanship which could affect the life of this 
product when used for the purpose for which it was designed. This warranty does not 
cover items that have been altered, abused (including failure to use the correct type 
of vacuum pump oil) or returned solely in need of field service maintenance. 

If found defective, we will either repair or replace at our option products within 
warranty period. Returns must be prepaid. 

Warranty does not cover the use of lithium bromide, ammonia, or leak stop type 
products. 

WARRANTY INFORMATION

Most returned pumps are merely in need of normal field service maintenance, such 
as changing oil or making minor adjustments. If the pump is within the one year 
warranty period and the information contained in this manual does not solve the 
problem, please call for service:

Phone:  00-44-(0) 1738-459-020
Fax: 00-44-(0) 1738-550-015
E-mail: info@fairfieldtechnologies.co.uk

You will receive personal help in determining if the problem can be solved without 
sending your pump in for repair and taking it out of service.

How to Obtain Service

Returns:
Ritchie Engineering Co., Inc.
Unit 10, Riverview Business Park
Friarton Road
Perth
PH2 8DF
United Kingdom

Operating Manual

Read carefully before using

YJII™

Vacuum Pump 

Corporate Office:
Ritchie Engineering Co., Inc.
10950 Hampshire Avenue South
Bloomington, MN 55438-2623
United States
www.yellowjacket.com

8. MID. SUPPORT ON FENCE

1. OIL DRAIN VALVE

33. EXHAUST FITTING
      (includes filter)

22. FAN COVER

PART DESCRIPTIONS (Available parts in red)

4 cfm

50/60Hz


